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INSTRUCTIONS FOR INSTALLATION

A water supply with water pressure maintained
between 15 PSI and 125 PSI must be available
to the Ice Maker.

[
. GENERAL SPECIFICATIONS
g d ) le# Storage Capscity (lba.) Blba, of lea/ 150 cubes
This Ice Makcr+m specifically designed: o 1es Peoduction (Iba./dsy®) 13 Ib: 24 ]:E 1250 cubes
A. for the making and smr:?gl.'.. of m.l!m-type ice, Elctrical Rating 115 VAG, 60 H., 1 ph.
B. for household or recreational vehicle use, Rated Losd Amps 3.0 Atgs
C. to be built into a wall, cabinet or similar Inpul Watks a;n R
nnclumm;_ hﬂwe\"l:‘!, i {nay :1!5{) be used ag a Water Supply Pressure (FS1) 15/ P51 Minf125 PSI Max.
free standing appliance, if you wish. Raliert 63 Clissge [6m.) TR
* Rated with Tee Mnker in » 50" F. Room,
Il. PRECAUTIONS FOR SAFE INSTALLATION
Read these installation and operating instructions DO _NOT add any devices or accessorigs to this
thoroughly befere attempting installation and/or Ice Maker except those specifically authorized
operation of this Ice Maker. Failure to follow by the manufacturer of this Ice Maker.
these instructions may damage the Ice maker,
cause serious injury, endanger life and/or cause In the event this Ice Maker requires service,
property damage. the work must be performed by an authorized
serviceman only. Refer to the enclosed service
Installation must comply with the National listing, or contact wour dealer or manulacturer
Electric Code and all applicable State and Local of the Ice Maker for the name of your nearest
Codes and/or Regulations. authorized serviceman.
—
. INSTALLATION
FIG. 1
A. Selecting Location for Ice Maker and
Installation Requirements
Consider convenience of use when selecting _
a location for your Ice Maker installation.
For the -best performance, locate the Ice
Maker out of direct sunlight, away from heat
registers, furnaces or heaters, Allow a
mipimum of 16 inches in front of the lce
Maker to allow free movement of air in and
out of the bottom and for door swing.
The Ice Maker must sit relatively level, Pa—
front to back and side to side, for good SWITCH
water flow in the Ice Harvest mechanism.
The Ice Maker should rest solidly on the
{loor or shelf,
A grounded and [used electric 115 VAC wall
receptacle must be located within 5 [leet of " . -
J bick ol Lo suakes, 16" Minimum Clearance S

in Front of Ice Maker _— LOWER FRONT GRILL

N



(Bection 111 Installation continued)

B. Electrical 4. This Ice Maker is equipped with a three-
prong (grounding) plug for your protection
against shock hazard. This plug should
be plugged directly into a grounded
three-prong wall receptacle, DO _NOT
CUT OR REMOVE THE GROUNDING
PRONG FROM THE PLUG,

I. This Iee Maker is desipned to plug into
a 115 Volt, A.C., 60 Hertz, 1 phase,
grounded electrical power supply.

2. The electrical circuit must be protected
by a 15 Amp time delay fuse or circuit

breaker,
WARNING
OPERATION OF THIS ICE MAKER FROM A
NON-GROUNDED OUTLET OR WITH AN
3. A grounded wall receptacle must be EXTENSION CORD CAN CAUSE SEVERE
provided . within 5. #set of the. back of PERSONAL INJURY AND/OR PROPERTY LOSS.

the Ice Maker. This wall receptacle
should be located in an area where the
plug cannot be accidentally pulled out.

5' Maximum from receptacle C. PI"EPHI"E (0] ening for lce Maker h
to back of lce Maker Built-In HIF}

ee Fig. 3, Page 4
i"'- —

1 To build this Ice Maker into a wall, cabinet or
| v, B — - similar enclosure, provide an opening 14-1/8"

wide X 18-1/4" high X 23" deep.

ICE MAKER DIMENSIONS

e PP 155" —

FiG. 2
ig.0"

DO NOT USE AN EXTENSION CORD TD 1
CONNECT THISICE MAKER TO ELECTRIC
POWER SUPPLY.




Frame the back edpe of opening with a minimum
of 1" X 2" wood strips. This framing is to
provide a strong mounting surface for attaching
the Ice Maker casing frame,

If a right side water inlet is to be used, a
minimum of two inches clearance must be
maintained on the right side of Ice Maker.
This clearance 5 to allow the water line to
bend freely into Ice Maker without kinking.

If a bottom water inlet is to be wused, a two
inch diameter hole must be provided in flooring
under the Ice Maker to route water line through,
Thiz hele should be located 3 inches back from
front edge of Ice Maker and 6 inches to the
left from the right front corner of the Ice Maker,

D. Water Supply

This Tce Maker requires & water supply maintained
at a pressuré between 15 PSI and 125 PSI. The
Ice Maker will not operate properly &t water
pressures outside of this range.

A 1/4" OD. water line is required to connect to
your water supply., The length of this water
line will vary depending upon the location of
the Ice Maker and your supply line.

It is. highly recommended that a water shut-off
valve be located between the Ice Maker and
your water supply.

TOP VIEW FIG. 3 ERONT VIEW
Al'lqwhj:.;] %Lﬂ"ﬂ for rﬂ
—— F] Some
1 E.ﬂm LT T T T T A
/ 17
/ /
é 1L
/ 10
/ 1
22" 18 1/4” ﬁ / ]
e Wall // ﬂ Dga oW
/ /ReH

2" Dia. Hole in Floor /) 1

if Bottom Water Inlet // / r

is Used ﬁ § L"

il / 1 v

e / b

- P
I8 737 7 7 7 7 7 I T A7 T e ﬁ“”s"
i j e r———

/ L. e - |‘7 2" Min, if Sid:7
Cahinet " Min. If Side Water Inlet is Used
Face ater Inlet is Used

NOTE: I self-piercing type valve is used 1o

tap your water supply line, the piercing needle
must be 3/16" in diameter. We do not recommend
using this style of valve on plastic water lines
as a pierced hole tends to reclose.

Shut off your water supply and relieve pressure
before attempting to cut lines to install the Ice
Maker walter line,

The water supply line into the Ice Maker may
be routed into the right side, bottom or back.
Select the routing which best fits your needs
and proceed with the following instructions for
that location:

1. RIGHT SIDE WATER INLET LOCATION
SEE FIG. 5, Page 5

A prepunched hole is located on the right

lower side for routing the water line into

Ice Maker. To route water line into the Ice

Maker using this hole, do the following;

a. [Install plastic bushing found in parts bag
into hole in base pan.

b. Plug Ice Maker plug into wall receptacle
(NOTE: Be sure the Ice Maker switch is
in "OFF" position),

¢.. Slide the Ice Maker
previously prepared
cabinet or enclosure,

d. Route water line up right side of Ice
Maker and feed approximately 3 inches
of line through plastic bushing,

e. Go to Section E Connecting Water Line
to complete water line installation.

into position in
opening in  wall,



2. BOTTOM SIDE WATER INLET LOCATION FAlLA
SEE FIGS. 4 & 5, Page 5 2

A prepunched hole is located near the front

center of the Ice Maker Base Pan for routing

water line into lce Maker from the bottom.

To route water line into Ice Maker using

this hole, do the following:

a. Lift JTece Maker up and install plastic
bushing found in parts bag into hole in

base pan.

b. Plug Ice Maker plug into wall receptacle.
(NOTE: Be suré the Ice Maker switch is = EEE EE =
in "OFF" pogition). _

¢. Slide the Ice Maker into position in OFF % PLASTIC
previously prepared opening in  wall, POSITION é BUSHING
cabinet or enclosure.

d. Feed water line up through hole in
flooring and through plastic bushing,
Feed approximately 3 inches of water
line into Ice Maker
e. Go to Section E. Connecting Water Line +
to complete water line installation. I

BOTTOM OF ICE MAKER
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