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A. Operation

The Ice Maker iz now set to make and harvest
ice cubes automatically. When the ice container
is  full, the ice Tharvest mechanism  will
gutomatically stop ice cube production. As ice
cubes are removed from the ice container, the
ice  harvest mechanism will  restart and
automatically refill the ice container,

When the ice container is full, the refrigeration
system will continue to cycle om and off to
maintain compartment temperature below freezing.

Under maintenance conditions, the cubes may
stick together. If cubes stick together they
may be easily separated by hand, or hitting

with a blunt tool.

Your ice cubes may appear cloudy (not crystal
clear). This s normal. The cloudy appearance
is due to air being trapped in the water due to
fast freezing in the Ice Maker., This does not
affect the health, taste or chemical makeup of
the water.

PRECAUTIONS:
I. NEVER use an ice pick, knife or other sharp
instrument near or ingide the Ice Maker.

These items may damage the interior of the
Ice Maker,

2. ALWAYS keep the lower fronmt panel free of
all obstructions, Obstruction in  this area
will interfere with the free air movement in
and out of the Ice Maker, This may cause
faulty operation.

i, DD NOT operate Ice Maker without ice
container in place.
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IV. CARE AND USE OF ICE MAKER

B. Defrosting and Cleaning (Fig. 6)

When frost builds up over 1/2 inch thick on
any surface, it is recommended that vyou
defrost the Tce Maker. Frost over 1/2 inch
thick acts as insulation which greatly reduces
the freezing elficiency of ‘the Ilce Maker.
Frost in some areas inside the lce Maker
may cause ice production to stop entirely.

To defrost and clean the interior of the lee
Maker, do the following;
. Shut Ice Maker off by moving switch to

"OFF" position,

2. Remove the ice container.

3. Place a shallow pan inside
compartment to colleet melted frost,

4, Prop the door Fully open and let frost
melt by action of room temperature,

NEVER: Use sharp instruments to remove
ice or frost as you may damage
interior of Ice Maker,

NEVER: Use hot air blowers to speed
melting of ice or frost, as you
may damage plastic components
and unit insulation.

the ice

5. When defrosting is complete:

4. Remove drip trays,

b. Wash interior surfaces with warm
water to which a little baking soda
has Been added. CAUTION:  Never
use solvent cleaning agents, abrasives,
cleansing pads or scouring cleaners
as these items will damage interior

of lce Maker and may affect the
taste of future ice cubes.
c. Completely dry interior, replace ice
_ container, close door and restart Ice
-:-__—5-‘-—-"‘_:_',-'—"’3F' Maker.
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V. MAINTENANCE

C. Reversing Door Swing (Fig. 7)

If you wish to have the door of your Ice “o

A. Storing

Whenever the Ice Maker will be out of service

for any length of time, it is recommended
that the following procedure be followed:

Defrost the Ice
instructions.

Maker per defrosting

Maker swing from the opposite side, do the
following:

1.

Unserew latch mechanism and

remove latch,

SCrew

2. Shut off water supply to Ice Maker. 2. Unserew top door hinge pin and pull
3. Turn Ice Maker switch to "OFF" position. out. (NOTE: Door will be completely
4. Use travel Jatch to lock door in partially loose and fall off at this point).
open position, 3. Lift door off bottom hinges and hinge pin.
4. Move bottom hinge pin o opposite side
and install in bottom hinge.
5. Carefully pry the top bearing and latch
B. Ad justing Water Fill bar t'rqm the top corners of door frame
_ and switch them to the other side.
If the ice cubey are small or if water mold 6. Place door on bottom door hinge pin and
overfills, the water fill screw needs adjustment, swing up into position under upper door
To do this: hinge,
I. Open door and remove cover from front 7. Reinstall top door hinge pin in hinge
of the ice harvest mechanism. and down into door bearing,
2. Locate the water fill adjustment screw. 8. Reinstall latch mechanism and screw.
3. Turmn "4" or "-", depending upon condition
you wish to correct. DO NOT turn over
one full turn at any one time,
4. Replace cover on ice harvester and close
doar,
WATER FILL ADJUSTING SCREW
1 FULL TURN = 18CC'S CHANGE
TOP DOOR
LATCH HINGE PIN
SCREW | arcy
MECHANISM
TOP
BEARING
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VI.

If your lce Maker fails to operate or operates
improperly, check the following items before
calling vour service center.

A. Check 1o see if lce Maker switch was
inadvertently turned off.

B. Check to see if the Ice Maker plug is in
wall receptacle,

C.  Check to see if Ice Maker needs defrosting.

D. 1 the Ice Makér is connected to a motor
generator electric power source, check to
be sure the motor generator is running and
producing power at the proper voltage.

SERVICE

-0 -

E. Check vour fuse or circuit breaker (o see
if it is open,

F. Check fto see il water is available to lee
Maker and adequate witer pressure is present.

After making the above checks, call your local
service center for further help, When calling
for service, always give vour Ice Maker Model
Number and Serial Number. These numbers can
be found on the rating plate located behind the
lower front panel,



AVOID SERVICE - - CHECKLIST

Before you call for service, review the lollowing
list, it may save you time and expense.

The list includes common occurrences that are
not the result of defective workmanship or
materials in the appliance.
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SERVICE CHECKLIST

This list includes common occurrences that are not the result
ol defective workmanship or materials in the appliance,

ROB POSSIBLE CAUSE W T
Ice Maker fails to start l. Arm stuck in Up position 1. Lower arm if necessary
2. Lack of 115V AC power 2. Make sure 115V is connected
3. Make sure ON-OFF swiich is 1n
the "ON" position.
lce Maker won't make ice. 1. Blades may be [rozen in 1. Deafrpst the machine
ice
2. Switch in the "OFF" 2. Turn Switch "ON"
position
3. Check plug in wall 3. Make sure plug has been properly
installed
4. Water shut off to unit 4. Make sure all water valves have
been turned on
Ice Maker freezes up 1. Bad door seal I. Check seal around door for cuts
or deformities allowing air to
k enter unit. Place dollar bill between
door and frame. Close door and
pull dallar bill out. You should
feel some resistance. Have service
center replace gasket.
Ice sticks together 1. Check door gasket for 1. Replace if torn, realign il necessary.
tears, check door for
misalignment
2. Front grill is blocked 2. Make sure louvers are clean for
good air flow
Have to defrost weekly 1. Recirculation of hot air 1. Check grill at front for some type
of blockage
2. Door gasket in poer 2. Have service center replace complete
condition door
3, Door not closing all the 3. Adjust door hinge (Pg. 7)
way
Water in Bucket 1. Ice Maker not level in I, Use spirit level at lower right
its cabinet corner of mold assembly
ol
S 2, Poor door seal 2. Have service center replace door




PROBLEM

lIee is too soft & wet

POSSIBLE CAUSE

Door ajar

Ice bucket is too far out

Air not getting through
grill in front

. Condenser (ing nead

cleaning

HOW TO FIX

Make sure door is closed

- This could keep door fram sealing
$0 unit gets cold enough to freeze
solid ice.

Make sure grill is clean. 1If air
can not pass over coil, temperatore

will not get low enough

. Remove grill cover, vacuum fins of

coils carefully

R
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Keeps making ice and
won't shut off

. Shut off arm not working

The end of shuteff arm
is stuck under freezing
tray

Make sure arm i$ not stuck in ice
cubes in rthe down position

. Check end of arm to make sure it
is clear of bottom of jce mold

Not making enough ice

. Cantrol set'to warm

. Recirculation of hot air

. Large cubes

WATER FILL ADJUSTING SCREW
1 FULL TURN = 18CC’'S CHANGE

. Fan motor not running

Dirty condenser coil

Have service center reset control

Make sure Mront grill is clean and

clear

. Adjust water fill screw

Adjusting Water Fill:

If the ice cubes are small or if
water mold overfills, the water fill
screw needs adjustment. To do this
I. Open door and remove cover
from Tront of the ice harvest

mechanism,

2. Locate the water fill adjustment

sCrew.

3. Tum "+ or "-", depending
upon cendition you wish o
correct. DO NOT turn over
one full turn at any one time.

4. Replace ¢over an ice harvester

and close door,

WATER FILL ADJUSTING SCREW

1 FULL TURN = 18 CC"
CHANGE

Have service center check

Remaove lower Cront grill and vacuum

Too much water is coming
out

. Water [l adjustment

screw set wrong

. Solenoid valve leaking

Re-adjust fill screw (see adjusting

water Till)

Should be replaced by service

company

<
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PROBLENM

Ejector blade frozen into
ice cubes

POSSIBLE CAUSE

. Too much water coming

H
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Adjust water [ill screw (see previous

in example)
- 2. Defrost machine
How to keep cubes from I. Door gasket damaged l. Make sure gasket seals on all four
sticking together sides. Put dollar bill between
frame and door. Pull out, you
should feel resistance.
2. Weight or compression 2. Remove ice from time 1o time and
of ice causes ice to store in refrigerator/freezer
melt together
Unit is hooked up but no 1. Water not turned on 1. Check water supply
water comes in
2. Check to make sure all water
valves are open
2. Plugged filter screen at 3. This screen i5 part of the solenoid
solenoid valve valve. Have service center repair
Ice Maker is running but 1. No water 1. Make sure water has been turned
won't make any cubes on
- 2. Bail arm jammed in up 2. Remove ice s0 arm can drop to
position off position
Unit will not eject ice 1. Ice Maker blade assembly 1. Defrost unit
is frozen
Compressor won't run 1. No power I. Make sure unit is plugged into a
115 volt outlet
2. Check ON and OFF switch 2. Switch on lront of unit in the ON

position

If above are ok, suggest unit be
taken to service cenler

Door not closing correctly

Out of alignment

Hinge adjustment
Loosen mounting screws, adjust door
and tighten screws, shim door
hinge if necessary
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